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ADVANCED TECHNOLOGY

BW LINE

3000PSI DOUBLE ACTING WELDED CYLINDER

1. Base End

High tensile cast steel

2, Grease Fitting
M6 (standard) included

3. Port Plug

Plastic

6. Tube Weldment
High tensile cold drawn tube,
precision honed for extended
seal life

8. Rod

High tensile SAE C1045, ground
& polished hard chrome plated rod

7. Gland
Ductile iron ASTM A536 65-45-12

9. Rod End Cross Tube

A. Wiper

High tensile steel

Metal canned wiper
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4. Piston nut (applicable for A type1.5", 2"bore &
applicable for B type)
Jam nut, grade 8, high tensile zinc-plated

5. Piston

Ductile iron ASTM A536 65-45-12,
type A & type B piston available

D. Piston ID seal
(B type piston)
O-ring(1)+back up ring(2)

D. Piston ID seal
(A type piston)
Q-ring(1)+back up ring(2)
E. Piston OD seal
(B type piston)
Bronze impregnated PTFE piston

ring w/rectangular CS nitrile
expander

E. Piston OD seal
(A type piston)

Polyurethane U-cup

C. Tube seal
O-ring(1)+back up ring(1)

B. Rod seal

Polyurethane U-cup
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CW LINE

3000PSI DOUBLE ACTING

1. Base End
High tensile cast steel

2. Port Plug

Plastic

3. Tube Weldment
High tensile cold drawn tube,
precision honed for extended
seal life

4. Rod

High tensile SAE C1045, ground

& polished hard chrome plated
rod

5. Gland

Ductile iron ASTM A536
65-45-12

6. Rod end clevis

Cold bended high tensile
steel plate

7. Pin

High tensile zinc-plated steel

8. Pin Clip

High tensile zinc-plated
steel

A. Wiper

Metal canned wiper
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WELDED CYLINDER

9. Piston nut(applicable for A type 1.5",
2"bore & applicable for B type)
Jam nut,grade 8,high tensile zinc-plated

10. Piston

Ductile iron ASTM A536 65-45-12,
type A & type B piston available
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E. Piston ID seal
(B type piston)
O-ring(1)+back up ring(2)

E. Piston ID Seal
(A type piston)
O-ring(1)+back up ring(2)

D. Piston OD Seal(B type piston)
Bronze impregnated PTFE piston

ring w/rectangular CS nitrile expander

D. Piston OD Seal
(A type piston)

Polyurethane U-cup

C. Tube Seal
O-ring(1)+back up ring(1)

B. Rod Seal

Polyurethane U-cup
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ADVANCED TECHNOLOGY

EU LINE

3000PSI DOUBLE ACTING WELDED CYLINDER

2. Grease Fitting
M8 (standard) included

3. Port Plug

Plastic

9. Piston Nut
Lock nut,grade 8,high tensile
zinc-plated

8.Piston
Split piston structure preventing
the seal kits to be damaged
during assembly

4. Tube
High tensile cold drawn tube,
precision honed for extended
seal life

5. Rod
High tensile SAE C1045(UNI C45)
ground & polished hard chrome
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E. Piston OD Seal
Compact seal wiplastic anti-extrusion
ring(2)+filled PTFE guide ring(2)+
elastomeric energizer(1)

plated rod
6. Rod End Cross Tube 7. Gland
High tensile steel High tensile steel

1. Base End

High tensile SAE C1045
(UNI C45)

F. Piston ID Seal
0O-ring

D. Tube Seal

O-ring(1)+back up ring(1) for
anti-extrusion

C. Wear Ring

Phenol resin wifabric for
superexcellent life

B. Rod Seal
Polyurethane U-cup

A. Wiper

Paolyurethane
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Customer Service / Technical Support
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2500 PSI DOUBLE ACTING TIE ROD CYLINDER MIEXICO Toll Free Direct 01-800-777-3054
15. Cap 1. Pin Clip
Ductile iron ASTM A536 High tensile zinc-plated steel
65-45-12

14. Port Plug (Sealed)

Steel witeflon tape

2. Pin
High tensile zinc-plated steel

13. Piston 3. Port Plug (Shipping)
Ductile iron ASTM A536 Plastic
65-45-12 for excellent life

E. Piston OD seal 4. Piston Nut

Bronze impregnated PTFE piston Lock nut,grade 8, high tensile

ring w/rectangular CS nitrile expa- zinc-plated

nder
D. Piston ID Seal .t o

O-ring ASTM 5140, high tensile, rolled

threads for durability
6. Tube
C. Tube seal High tensile cold drawn tube,
O-ring precision honed for extended seal
life

B. Rod seal 7.Rod

Std PolyPak with B lip design
(Polyurethane U-cup with nitrile
O-ring expander)

High tensile SAE C1045, ground
& polished hard chrome plated rod

A. Wiper 8. Tie rod nut
Polyurethane Grade 8

12. Gland 10. Clevis Clamp Nut 11. Clevis Clamp Bolt 9. Female Rod Clevis
Ductile iron ASTM A536 Grade 8 Grade 8.8 Ductile iron ASTM A536
65-45-12 65-45-12
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