IFP MFB PISTON MOTORS
INSTALLATION DIMENSIONS
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Code-K 7 | alternate case
standard drain connection
R = Keyed Shaft
Code - S Rotation |-Oilport
Standard Inlet/Outlet
Spline Shaft R.H A B

LH B A

Bracket mount available
(See Page J1.1)

N-Inlet or outlet

connection
DIMENSION CHART
NO [(MFB5 MODEL MFB10 MODEL MFB20/29 MODEL
A 144 (11.2) [1.56 (14.22) [1.56 (14.22)
B 4.18(106.4) 5.75(146) 5.75(146)
C [15.12(130) [16.88(174.6) [16.88(174.6)
D [1.75(19.05) [1.875(22.22) [11.25(31.8)
E .83(21.08) .989(25.12) 1.391(35.3)
F [13.25(82.55) [14.00(101.60) [14.00(101.60)
G 3.88(85.9) 3.46(87.9) 5.12(130.2)
H 1.75(44.4) 2.31(58.7) 2.31(58.7)
I 5.60(142.2) 6.67(169.4) 8.00(203.2)
J 3.88(98.6) 4.50(114.3) 5.68(144.2)
K 1.94(49.3) 2.25(57.2) 2.84(72.1)
L 1.88(47.8) 2.47(62.7) 3.00(76.2)
M 4.06(103.1) 5.25(133.3) 6.31(159.9)
N 1.062-12 UN-2B 1.625-12 UN-2B 1.625-12 UN-2B
O .938(23.8) 1.312(33.3) 1.88(47.6)
P 9 Teeth 16/32 pitch 13 Teeth 16/32 pitch 14 Teeth 12/24 pitch
0 .25(31.8) .375(9.5) .385(9.8)
R 1.25(31.8) 1.75(44.4) 2.31(58.7)
T .563-18 UNF-2B STR THD. | .750-16 UNF-2B THD. .750-16 UNF-2B STR THD.




